
         /// Winter 2016 27

A relationship between the dealer and customer is an important 

aspect in any service and maintenance program. For more about 

preventive maintenance, visit myFarmLife.com/prevent.

For PARTS ONE AND TWO of our maintenance series focusing on 

balers and tractors, visit  myFarmLife.com/maintenance.

my .commore at

Start Up Front
Q�Attach each header to the combine and run the machine for several 

minutes to make sure everything works properly and that there aren’t any 

unusual noises. Make sure height and contour controls work properly.

Q�The grain platform and/or soybean flex header experiences some 

of the greatest wear, so inspect sickle knives, guards, wear plates 

and hold-down clips for condition, and ensure they are set correctly. 

Replace any badly worn parts. Just as cutting with a pair of scissors, 

the guards must be tight to the section and sharp. Also, inspect the 

teeth in the auger and reel for excessive wear or play. 

Q�On flex headers, clean out the area under the head and inspect 

the ball joints and parallel linkages that provide the flex for wear or 

slack. Also, inspect the drive areas for wear, loose bolts and cracks, 

as this is the highest stress area. Many flex headers have stabilizers 

for the wobble box or drive system. A failure of the stabilizer usually 

indicates this failing linkage under the head.  

Q�On the corn head, inspect gathering chains, knives, deck plates, 

drive chains, sprockets, etc., and adjust width of stripper plates. 

Remember: Row-unit gearboxes operate as mini-transmissions 

and need to be checked once a year. Refill with grease or oil, 

depending on age and brand of corn head.

Q�Check feederhouse conveyor chains for proper tension and 

inspect for excessive wear on bearings, chains, sprockets, 

stripper plates, etc. Worn conveyor chains or bent slats can lead 

to additional problems, like plugging or uneven feeding to the 

rotor. Remember, Gleaner combines have two sets of feeder 

chains—upper and lower sets that are driven separately.

Last But Not Least
 � Check all functions in the cab, including the controls, switches, 

heating and air-conditioning system.

 � Safety first … and last. Inspect all lights, flashers and reflectors 

that can impact safety on the road.

 � See your dealer for the Massey Ferguson or Gleaner combine 

guide that lists key adjustments to deliver best machine 

performance, best grain quality and lowest grain loss.  

  5 Advantages to Post-Harvest Maintenance
By going through a post-harvest inspection and maintenance 

program, and/or having your Massey Ferguson dealer perform a 

preventive maintenance inspection, you:

 � Significantly reduce downtime in the productive seasons.

 � Can plan and budget repairs in the off-season.

 � Lower repair costs because small problems can be corrected 

before they become large problems.

 � Attain higher resale value. 

 � Benefit from guaranteed parts and workmanship.   

Inspect All Chains and Drives
 � Check all drive belts for wear, and replace as 

needed. Inspect the belt sheaves to make sure 

they aren’t contributing to the belt wear. 

 � After the combine has run for a short time, shut 

off the engine, remove the key and feel as many 

bearings as possible to see if any are running hot. 

A non-contact infrared thermometer works even 

better for this process. A hot bearing will often be 

a precursor to bearing failure.   

 � Check all chains, sprockets and bearings 

for wear; replace chains that can’t 

be adjusted or tensioned correctly. 

Also check to see if the sprocket is 

contributing to chain wear.
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Last But Not Least


